TECHNICAL DATA


Hydraulic Guillotine Shears

Type HSL / HSLX
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Technical data refer next page…

Hydraulic Guillotine Shears

Type HSL / HSLX
	Type
	Cutting capacity (400 N/mm2) mm
	Cutting length (mm) 
	Angle adjustment (0)
	Number of plate hold downs
	Number of strokes / min.
	Length squaring arm (mm)
	Stroke backgauge (mm)
	Motor power (kW)
	Length (mm)
	Width (mm)
	Height (mm)
	Table height (mm)
	Approx. weight (( ton)

	
	
	m
	
	
	
	
	
	
	A
	B
	C
	D
	

	3006 / 8
	6,5 – 8
	3050
	0,5 – 3(
	18
	11 – 22
	1000
	Mot 750
	11 / 15
	3950
	1750
	1720
	5
	770

	
	
	
	
	
	
	
	Sub 820
	
	
	
	
	
	

	3008 / 10
	8 – 10
	3050
	0,5 – 3(
	18
	10 – 23
	1000
	Mot 750
	15 / 20
	4050
	1800
	1740
	5,5
	770

	
	
	
	
	
	
	
	Sub 820
	
	
	
	
	
	

	3010 / 12
	10 – 12
	3050
	0,5 – 3(
	18
	10 – 18
	1000
	Mot 750
	18.7 / 25
	4200
	2150
	2200
	8
	930

	
	
	
	
	
	
	
	Sab 1000
	
	
	
	
	
	

	3013 / 15
	13 – 15
	3050
	0,5 – 3(
	18
	9 – 17
	1000
	1000
	22 / 30
	4230
	2200
	2250
	9,5
	930

	3016 / 18
	16 – 18
	3050
	0,5 – 4(30’
	18
	5 – 10
	1000
	1000
	30 / 40
	4360
	2220
	2450
	14
	990

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	4006 / 8
	6,5 – 8
	4050
	0,5 - 3(
	23
	6 – 11
	1000
	Mot 750
	11 / 15
	5100
	1850
	2000
	7,5
	880

	
	
	
	
	
	
	
	Sab 1000
	
	
	
	
	
	

	4008 / 10
	8 – 10
	4050
	0,5 - 3(
	23
	6 –11
	1000
	Mot 750 
	15 / 20
	5100
	1880
	2020
	10
	880

	
	
	
	
	
	
	
	Sab 1000
	
	
	
	
	
	

	4010 / 12
	10 – 12
	4050
	0,5 - 3(
	23
	7 – 11
	1000
	Mot 750
	18.7 / 25
	5100
	2180
	2250
	11
	1030

	
	
	
	
	
	
	
	Sab 1000
	
	
	
	
	
	

	4013 / 15
	13 – 15
	4050
	0,5 - 3(
	23
	7 – 11
	1000
	1000
	22 / 30
	5200
	2200
	2380
	12,5
	1030

	4016 / 18
	16 – 18
	4050
	0,5 - 4(30’
	23
	7 – 11
	1000
	1000
	30 / 40
	5360
	2220
	2750
	18
	990


In line with company police of continuous improvement, we reserve the right to change specifications without prior notice.

